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Notes:

. Existing reinforcement bars extending infc the concrete removal area shall
be blast-clecned. straightened ond incorporaied into the new construction. Any
reinforcement bars that are damaged during concrete removal shall be repaired
or replaced with an approved bar splicer or anchorage em. Cost included
with Concrete Removal.

2. Existing reinforcement bars in the concrets removal arsa parallel io the
expansion joints shall be removed.

W

. Removal and disposal of the existing expansion joints wili not be paid for
separately, but shall be inciuded with the cost of Concrete Removal.

-

£ existing name plate falls within The limits of Concrete Removal, it shall
e removed and reinstalled in its original locction in cccordance with IDOT
1d. 515001 Cesl! included with Concrete Superstructurs.
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5. If existing guardrail and/or end shoe falls within the limits of Concrefe Resmoval,
they shall be removed and reinstalled in its origingl location in accordance with
District 1 Std. BM-21.  Cos? included with Concrete Superstructure.

6. The Contractor shall exercise extreme care with the existing conduits in sections
of the parapet to be removed ond shall prolect and support the conduit. The
Contractor will be required to rspair any damage done tc the conduit to the
satisfaction of the Engineer af no additional cost to the Depariment. Mo splicing
will be allowed 1o any cable damage resuiting from this work, instead the Confractor
will be required o repalr the entire span of any damaged cable af no addit
cost lo the department.
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7. Work this sheet with Expansion Joint Repairs sheet.
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